specification Picture Price

1

MSW-2004FP-2FL-601

4*100Mbps PoE Port

2*100Mbps Uplink

Single port 30W / Total 60W Power
|IEEE802.3af/at PoE Standard

All Ports Support MDI/MDIX
IEEE802.3i/3u/3x/3af Network Protocol
Support Al Watchdog

Support Internal VLAN (Non-customizable)
Support 250m Long Distance Transmition
(Bandwidth Reduces To 10Mbps If Enable)
1.2 Gbps Full duplex Switching Capacity
4KV Surge Protection

Support QoS

-10~+50 Working Temperature
Dimension(LxWxH) : 202*140*45 mm

8.900.000

2

MSW-2104GP-1GL-60I

4*1000Mbps(Gigabit) PoE Port

1*1000Mbps(Gigabit) Uplink + 1¥1000Mbps(Gigabit) SFP
Single port 30W / Total 60W Power

|IEEE802.3af/at PoE Standard

All Ports Support MDI/MDIX

|EEE802.3i/3u/3x/3af/3ab Network Protocol

Support Al Watchdog f
Support Internal VLAN (Non-customizable)

10 Gbps Full duplex Switching Capacity

4KV Surge Protection

Support QoS

-10~+50 Working Temperature

Dimension(LxWxH) : 202*140*45 mm

12.200.000

3

MSW-2008FP-2FL-1201

8*100Mbps PoE Port

2*100Mbps Uplink

Single port 30W / Total 120W Power
|EEE802.3af/at PoE Standard

All Ports Support MDI/MDIX
|EEE802.3i/3u/3x/3af Network Protocol
Support Al Watchdog

Support Internal VLAN (Non-customizable) ,
Support 250m Long Distance Transmition
(Bandwidth Reduces To 10Mbps If Enable)
2 Gbps Full duplex Switching Capacity
4KV Surge Protection

Support QoS

-10~+50 Working Temperature
Dimension(LxWxH) : 202*140*45 mm

11.900.000

4

MSW-2008FP-2GL-120I

8*100Mbps PoE Port

2*1000Mbps(Gigabit) Uplink Port

Single port 30W / Total 120W Power
|IEEE802.3af/at PoE Standard

All Ports Support MDI/MDIX
IEEE802.3i/3u/3x/3af Network Protocol
Support Al Watchdog

Support Internal VLAN (Non-customizable)
Support 250m Long Distance Transmition 16.800.000
(Bandwidth Reduces To 10Mbps If Enable)
2 Gbps Full duplex Switching Capacity

4KV Surge Protection

Support QoS

-10~+50 Working Temperature
Dimension(LxWxH) : 202*140*45 mm




8*100Mbps PoE Port

2*1000Mbps(Gigabit) Uplink + 1*1000Mbps(Gigabit) SFP

Single port 30W / Total 120W Power

|EEE802.3af/at PoE Standard

All Ports Support MDI/MDIX

|EEE802.3i/3u/3x/3af Network Protocol

Support Al Watchdog

Support Internal VLAN (Non-customizable)
5 MSW-2108FP-2GL-1201  Support 250m Long Distance Transmition

(Bandwidth Reduces To 10Mbps If Enable)

5.6 Gbps Full duplex Switching Capacity

4KV Surge Protection

Support QoS

-10~+50 Working Temperature

Dimension(LxWxH) : 202*140*45 mm

18.500.000

8*1000Mbps(Gigabit) PoE Port
2*1000Mbps(Gigabit) Uplink
Single port 30W / Total 120W Power
|IEEE802.3af/at PoE Standard
All Ports Support MDI/MDIX
|EEE802.3i/3u/3x/3af/3ab Network Protocol
Support Al Watchdog

6 MSW-2008GP-2GL-120I Support Internal VLAN (Non-customizable)
20 Gbps Full duplex Switching Capacity
4KV Surge Protection
Support QoS
-10~50 Working Temperature
Dimension(LxWxH) : 202*140*45 mm

21.200.000

8*1000Mbps(Gigabit) PoE Port
2*1000Mbps(Gigabit) Uplink + 2*1000Mbps(Gigabit) SFP
Single port 30W / Total 120W Power
|EEE802.3af/at PoE Standard
All Ports Support MDI/MDIX
|EEE802.3i/3u/3x/3af/3ab Network Protocol
7 MSW-22086P-26L-1201 SuPport Al Watchdog 24.800.000
20 Gbps Full duplex Switching Capacity
4KV Surge Protection
Support QoS
-10~+50 Working Temperature
Dimension(LxWxH) : 202*140*45 mm

10*100Mbps PoE Port

2*100Mbps Uplink

Single port 30W / Total 120W Power

|EEE802.3af/at PoE Standard

All Ports Support MDI/MDIX

|EEE802.3i/3u/3x/3af Network Protocol

Support Al Watchdog

Support Internal VLAN (Non-customizable)
8 MSW-2010FP-2FL-1201  Support 250m Long Distance Transmition

(Bandwidth Reduces To 10Mbps If Enable)

2.4 Gbps Full duplex Switching Capacity

4KV Surge Protection

Support QoS

-10~+50 Working Temperature

Dimension(LxWxH) : 202*140*45 mm

16.900.000

16*100Mbps PoE Port
2*1000Mbps(Gigabit) Uplink + 1*1000Mbps(Gigabit) SFP
Single port 30W / Total 250W Power
|IEEE802.3af/at PoE Standard
All Ports Support MDI/MDIX
IEEE802.3i/3u/3x/3af Network Protocol
Support Al Watchdog
Support Internal VLAN (Non-customizable)
9 MSW-2116FP-2GL-2501  Support 250m Long Distance Transmition 33.500.000
(Bandwidth Reduces To 10Mbps If Enable)
7.2 Gbps Full duplex Switching Capacity
4KV Surge Protection
Support QoS
-10~+50 Working Temperature
Dimension(LxWxH) : 312*185*46mm




24*100Mbps PoE Port
2*1000Mbps(Gigabit) Uplink

Single port 30W / Total 320W Power
|EEE802.3af/at PoE Standard

All Ports Support MDI/MDIX
|EEE802.3i/3u/3x/3af Network Protocol
Support Al Watchdog

Support Internal VLAN (Non-customizable)

10 MSW-2024FP-2GL-3201 Support 250m Long Distance Transmition 49.800.000
(Bandwidth Reduces To 10Mbps If Enable)
8.8 Gbps Full duplex Switching Capacity
4KV Surge Protection
Support QoS
-10~+50 Working Temperature
Dimension(LxWxH) : 312*185*46mm
24*100Mbps PoE Port
2*1000Mbps(Gigabit) Uplink + 2*1000Mbps(Gigabit) SFP
Single port 30W / Total 350W Power
|IEEE802.3af/at PoE Standard
All Ports Support MDI/MDIX
IEEE802.3i/3u/3x/3af Network Protocol
Support Al Watchdog
Support Internal VLAN (Non-customizable)
n MSW-2224FP-2GL-3501 Support 250m Long Distance Transmition 68.500.000
(Bandwidth Reduces To 10Mbps If Enable)
8.8 Gbps Full duplex Switching Capacity
4KV Surge Protection
Support QoS
-10~+50 Working Temperature
Dimension(LxWxH) : 440*285*55mm
24*1000Mbps(Gigabit) PoE Port
2*1000Mbps(Gigabit) SFP
Single port 30W / Total 320W Power
|EEE802.3af/at PoE Standard
All Ports Support MDI/MDIX
|EEE802.3i/3u/3x/3af/3ab Network Protocol
Support Al Watchdog
12 MSW-2224GP-3201 Support Internal VLAN (Non-customizable) 81.500.000
48 Gbps Full duplex Switching Capacity
4KV Surge Protection
Support QoS
-10~+50 Working Temperature
Dimension(LxWxH) : 312*185*46mm
Active PoE Repeater
Network Cable : 1 Input / 2 Output
Input Voltage & Current : 44~55V 0.5A
Output Voltage & Current : 44~55V 0.25A
13 MSW-PARP-200 100m Distance For Front End & 100m Distance For Back End 3.900.000
200m Total Distance
100Mbps Transmission Rate
Isolated PoE Splitter
Wireless Access Point
Support IEEE802.3af Standard
100Mbps Data Transmission
Poe Voltage Input : 44~57V
1% MSW-PSPL-200 DC Voltage Output : 12V / Current Max 1.25A 970,000

Circuit Protection
Protocol : IEEE 802.3i/u/x/af




